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Description:
Single copper conductor, stranded, insulated with moisture and
heat resistant, chemically cross-linked polyethylene insulation.
Temperature rating 90° C in wet and dry applications. Colors
available.

* Per NEC-Table 310-17.
The overcurrent protection for items marked with an obelisk (†) shall not exceed 15 amps for 14 AWG, 20 amps for 12 AWG, and
30 amps for 10 AWG per NEC 310-17 footnote.
NOTE:  The data shown is approximate and subject to standard industry tolerances.        June 2002
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(mils)
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Ampacity*
90°C

Wet/Dry

X
LP

 U
S

E
-2

, R
H

H
/R

H
W

-2

               14 7 45 .169 22 35†

12 7 45 .188 30 40†

10 7 45 .212 45 55†

8 7 60 .272 73 80†

6 7 60 .310 107 105†

4 7 60 .358 161 140†

3 7 60 .382 193 165†

2 7 60 .419 244 190†

1 19 80 .484 325 220†

1/0 19 80 .523 399 260†

2/0 19 80 .567 491 300†

3/0 19 80 .617 606 350†

4/0 19 80 .673 751 405†

250 37 95 .773 880 455†

300 37 95 .819 1033 505†

350 37 95 .871 1212 570†

400 37 95 .918 1359 615†

500 37 95 1.011 1697 700†

600 61 110 1.116 2080 780†

750 61 110 1.226 2514 885†

Standards:
UL 44 and UL 854, ICEA S-95-658/NEMA WC-70
Federal spec. A-A-59544
FAA Acceptable L-824-C
CT Use 1/0 and Larger
Gasoline and Oil Resistant II
-40° C rated
Direct Burial/Sunlight resistant

Application:
Types USE-2, RHH/RHW-2 VW-1 are suitable for use in general
purpose wiring applications and may be installed in raceway,
conduit, direct burial and aerial installations where a cable having
superior flame retardance is required.

XLP USE-2
VW-1 RHH or RHW-2
600 Volt, Copper


